
GSM frequency

Antenna

LED indicator

Battery

Working voltage/current

Standby current

Operating temperature

Waterproof grade

Device weight

Device dimension

850/900/1800/1900 MHZ

Built-in quad band GSM antenna, 

GPS ceramic antenna

Blue: GPS, Green: GSM, Power: Red

270mAh/3.7V Li-Polymer battery

9-90VDC/8mA (36VDC)

≤5mA (by battery) 

-20℃～ 70℃

IPX5

43g

77.0(L)*29.0(W)*13.0(H)mm

GSM indicator  

GPS indicator 
Power/Status indicator  

Screws

SIM card slot

Wires

4. LED Indicators

Status

Quick flashing 

Slow flashing 

Off

Solid green

Definition

GSM initializing

Normal network

No GSM signal or no SIM card 

Calling/Online

Green LED (GSM indicator)

Status

Quick flashing 

Slow flashing 

Solid Red

Off

Definition

Low battery

Fully charged

Charging

No battery/Malfunction

Red LED（Power indicator)

Status

Quick flashing 

Slow flashing 

Off

Definition

Searching GPS signal

GPS positioned successfully

Sleep/ GPS stops working

Blue LED (GPS indicator)
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One side of the device is marked “THIS SIDE TOWARDS 
SKY”, place the unit upside down will result in connection 
issues. 
Avoid placing the device somewhere that metal will be 
covering it up. 

Poor signal

The signal waves unable to 
transmit when use the GPS 
tracker in the places that have
poor signal reception, such 
as: tall  building around or 
basement.

Using the GPS tracker in the 
places that have good signal 
condition.

Remove device and let it face 
the sky

Device covered by metal

Unable to boot
Low battery

Fuse burned

Charge the device battery 

Contact local dealer
 
Using the GPS tracker in the 
places that have good signal 
condition.
 

Poor signal
Unable to 

connect to the 
network

Check whether the wires are 
connected correctlyContact failureUnable to charge

Contact network supplier to 
get GPRS serviceSIM has no access to GPRS 

Always reply “Address inquiry 
failed”

Contact supplier

Fail to locate

MOVING Moving alarm

MOVING,A,R,M#
A=ON/OFF；default value：OFF
R=100～1000；displacement radius，
unit: meter，default value：300；
M=0～3；0 GPRS，1 SMS+GPRS，
2 GPRS+SMS+CALL；M=3  GPRS+
CALL；
Domestic standard version：default 
M=0；
International standard version：
default M=1；
MOVING,OFF#
Turn off alarm
MOVING#
Query current status, radius, alarm 
method, displacement origin point

KEYLOCK Arming and disarming

KEYLOCK,ON/OFF#   
default : ON
ON：turn on the alarm
OFF：turn off the alarm

StarACC ACC  ON/OFF

StarACC,ON#   
Remote ignition
StarACC,OFF# 
ACC off

Ling Horn

Ling,A,B,C,D ,T1,T2#
A =0/1 Arming/Disarming 0: no horn 
sound 
1: with the horn sound, the default: 1
B=0/1 Car searching   0: Car 
searching off 
1: Car searching on, Default: 1
C=0/1 vibration alarm 0: vibration 
alarm has no horn sound
1: vibration alarm with horn sound,  
Default: 0
D=0/1 Car theft alarm 0: alarm has 
no horn sound
1: alarm with horn sound, Default: 1
T1: ring time, Unit: 100mS, Range 
1-30, Default = 2
T2: ring interval, Unit: 100mS, Range 
1-30, Default = 2
Ling# 
Query parameter
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